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17   H y b r i d  S y s t e m

Various specifications for each model. DAIKIN’s lineup provides a 
variety of functions and capacities depending on the machine type.

Hybrid System

16-pattern 
PQ control

16
PQ

通信 Communication 
function

Analog command input Hybrid-Win 
Supported

Hyb.
Win＊Only apply to a single pump.

PQ
Pattern

EcoRich

EcoRich R

Single
pump
type

Double
pump
type

0.75kW
T
a

n
k
le

s
s
 t

y
p

e

1.5kW

Fo
r m

ac
hi

ne
 to

ol
s

Ec
oR

ic
h

Fo
r g

en
er

al
 in

du
st

ria
l m

ac
hi

ne
s

H
ig

h
-a

cc
u
ra

cy
 a

n
a
lo

g
 

in
p
u
t/

o
u
tp

u
t 

ty
p
e

Su
pe

r U
ni

t

EHU1404 EHU2504

2.2kW
EHU2507

2.8kW 3.7kW 5.0kW 7.0kW 11.0kW

SUT03S1507 SUT10S8007
SUT10D8021
SUT16D8021

Ec
oR

ic
h 

R

0.75 1.5 5.0 7.0 11.0

EHU30R-M07EHU15R-M07

SUT00S1507 SUT00S11007
SUT00D11021

SUT00S4007
SUT00S3010
SUT00S1516
SUT00D4016

SUT06S6007
SUT06S3016
SUT06D6021
SUT10D6021

SUT00S6007
SUT00S3016
SUT00D6021

SUT03S4007
SUT03S3010
SUT03S1516
SUT06D4016

SUT00S8007
SUT00D8021

5.03.7

0.75 1.5

0.75 1.5

SUT00S3007
SUT00S1510

SUT03S3007
SUT03S1510

P-SUT20D11KW

7.0 11.05.03.7

3.7

15.0～

15.0～

15.0～

15.0～

Rated
capacity
（kW）

Series

2.82.20.75 1.5

Maximum
operating
pressure
（MPa）

Maximum flow rate
（L/min）

10 20 30 40 50 60 70 80 90 100110

15.0kW or more

4.0
4.0
7.0
7.0
7.0
7.0
7.0
7.0
7.0
7.0
7.0

0.75
1.5
2.2
2.8
2.2
2.2
2.8
2.8
2.2
2.8
3.7

7.0
7.0
7.0
10.0
10.0
16.0

5.0
7.0
11.0
2.8
3.7
3.7

20.6

5.0

7.0

11.0 20.6

16.0

EHU１４０４-４０
EHU2504-40
EHU2507-40
EHU3007-40
EHU15R-M0701-30
EHU15R-M0702-30
EHU30R-M0701-30
EHU30R-M0702-30
SUT03S1507-30
SUT03S3007-30

SUT06D4016-30
SUT06D6021-30
SUT10D6021-30
SUT10D8021-30
SUT16D8021-30
P-SUT20D11KW-30

18

10
20
10
20

30

60

30

30

60

60

100

160
200

Tank
capacity
（L）

Unit typeTankless type

̶
̶
̶
̶
̶
̶
̶
̶

SUT00S1507-30
SUT00S3007-30

SUT03S1510-30SUT00S1510-30

SUT03S4007-30SUT00S4007-30

SUT03S3010-30SUT00S3010-30
SUT03S1516-30SUT00S1516-30
SUT06S3016-30SUT00S3016-30

SUT06S6007-30SUT00S6007-30

̶ ̶SUT00S11007-30

SUT00D4016-30

SUT00D6021-30

SUT00D8021-30

SUT00D11021-30

SUT10S8007-30SUT00S8007-30

1

16

16

15.7

20.6

3.7

5.0

＊＊ ＊＊

＊＊ ＊

EHU3007

S
up

er
 U

ni
t

100

̶
̶
̶
̶
̶

̶

̶
̶
̶
̶
̶

̶
̶ ̶
̶ ̶
̶ ̶
̶ ̶

̶ ̶

Double
pump
type

S
up

er
 U

ni
t

H
ig

h
-a

cc
u

ra
cy

 a
n

a
lo

g
 

in
p

u
t/

o
u

tp
u

t 
ty

p
e Single

pump
type

130
150

200

17.6
20.6
17.6
24.5

7.0
11.0
11.0
15.0

20.611.0

17.615.0

SUT00S3018（200V）
SUT00S5021（200/400V）
SUT00S8018（200/400V）
SUT00S5025（200V）
SUT00S15018（200/400V）

SUT00D8021（200/400V）
20.615.0 SUT00D13021（200/400V）
20.615.0 SUT00D15021（200/400V）
25.0

17.6
20.6
17.6
11.515.0 SUT00D20021（200V）

SUT00D30028（200V）

Analog
Signal20.67.0 SUT00D3021（200/400V）17.6

30028.09.037.0

（Examples of 200V model.）

（Examples of 200V model.）

＊ ＊

U
ni

t t
yp

e

Single
Combine

Single
Combine

Single
Combine

Single
Combine

Single
Combine

Single
Combine

Rated capacity

Hyb.
Win

16
PQ

Hyb.
Win

16
PQ

Hyb.
Win

16
PQ

Hyb.
Win

16
PQ

Hyb.
Win

16
PQ

Hyb.
Win

16
PQ

Hyb.
Win

16
PQ

Hyb.
Win

16
PQ

Hyb.
Win

16
PQ

Hyb.
Win

16
PQ

Hyb.
Win

Hyb.
Win

Hyb.
Win

Hyb.
Win

16
PQ

Hyb.
Win

16
PQ

Hyb.
Win

16
PQ

Hyb.
Win

16
PQ

Hyb.
Win

Hyb.
Win

Hyb.
Win

Hyb.
Win

SUT00S5025
SUT00S15018
SUT00D13021
SUT00D15021
SUT00D20021
SUT00D30028

SUT00S5021
SUT00S8018
SUT00D8021

SUT00S3018
SUT00D3021


