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External dimension diagram

Sectional structural diagram

JR-G02 JR-T02

JR-G02 JR-T02

13Maximum 132

Maximum 139.3

Pressure port
Tank port

70 48

48

48

11

35

22
13

φ9
φ9

φ5
8

φ3

φ35

φ14
Hexagonal flat lock nut: 13 8  (Stroke)

7

Pressure adjusting handle
(clockwise: pressure increase)

Pressure adjusting bolt type

Pressure adjusting
handle
(clockwise: 
pressure increase)
Hexagonal flat
lock nut: 13

f57

f73
f58

f11

5.
5

12
43

.5
86

.5
M

ax
im

um
 5

1.
5

8 
(S

tro
ke

)

M
ax

im
um

 1
38f7

Tank port Rc¼

Pressure port
Rc¼-Rc⅜

24
f44.5

(6
)

1 2 3

6

5

4

7

8

9

15

1112

14 1013

19 20 18

1

2

3

654 7

8

9

15

11

22

14

10

13

18

Sealing part table

Part No. Name Quantity
Model/part specifications

JR-G02 JR-T02
18 O-ring 1 JIS B 2401 1AP11 JIS B 2401 1AP11
19 O-ring 1 JIS B 2401 1BP6 −
20 O-ring 1 JIS B 2401 1BG30 −




