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Note:  There is no polarity to consider 
when wiring a solenoid controlled 
valve.

	  Always turn off the power supply 
before starting wiring work.

	  User crimp-style terminals for M3.
	  Tighten the terminal screws (M3) 

at a tightening torque of 0.34 to 
0.51 N∙m {3.4 to 5.1 kgf∙cm}

Wiring guide

Spool operating method: Type C or D Spool operating method: Type B

 The figure shows the status with the terminal box nameplate removed.
 The earth terminal is optional (option code: E).
 For double solenoid type valves, a short bar for common terminals is fitted to facilitate wiring. Connection to either terminal 

(3) or (4) is sufficient.

External dimension diagram

Sectional structural diagram

 Type C: Spring center type
 Type D: No-spring type (with detent)
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Tightening torque 2.94 to 3.92 N⋅m
Plastic plug

Plastic nut tightening torque

SOL.bSOL.a

Cross-slotted tapping screw
Tightening torque  0.49 to 0.69 N⋅m

Power indicator lamp
Tightening torque 0.54 to 0.80 N⋅m
Cross-slotted pan head screw

Conduit connection port
2-G1/2

Space required to remove the solenoid coil

Manual operation 
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 Type B: Spring offset type
 (with SOL.b)

LS−G03

Sealing part table

Part No. Name Quantity Part specifications

16 O-ring 5 AS568-014 (NBR, Hs90)

17 O-ring 2 AS568-022 (NBR, Hs90)

18 O-ring 4 JIS B2401 1A P4

19 O-ring 1 JIS B2401 1A P5

20 O-ring 2 S 26 (NBR, Hs70) Manufacturer: NOK

Mounting face 
(conforming standard)
ISO 4401-05-04-0-05




