
E-64

InternetContact Details
Before using the product, please check the 
guide pages at the front of this catalog.

https://www.daikinpmc.com/en/
For latest information, PDF catalogs and operation manuals

External dimension diagram
JPS--10 (C)

Sectional structural diagram
JPS--10-C
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37 Cable diameter φ6 to φ10

Hexagonal flat lock nut: 13
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2-M5 × 70L

2-M5 tapped holes
Depth 8 minimum
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R9

Pressure port

Detail of installation dimensions

Maximum φ4
Drain port: φ2
(To be arranged on R9 circle)

Pressure adjusting 
screw (clockwise: 
pressure increase)
Socket for hex key: 4

Part No. Name Quantity Part specifications

20 O-ring 1 AS568-013 (NBR, Hs90)

21 O-ring 1 JIS B 2401 1A P22A

22 O-ring 1 JIS B 2401 1A P15

23 O-ring

1 Type 1: JIS B 2401 1A P8

1 Type 2: JIS B 2401 1A P7

1 Type 3: JIS B 2401 1A P6

25 O-ring 1 JIS B2401 1B P21

Sealing part table
Part No. Name Adjustment range Quantity Part No.

24 Sealing ring

Type 1 1 HP12776

Type 2 1 HP12777

Type 3 1 HP12778


