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Part No. Name Quantity Part specifications

24 O-ring 2 JIS B 2401 1A P10A

25 O-ring 1 JIS B 2401 1B P14

26 O-ring 3 JIS B 2401 1B P20

27 O-ring 1 JIS B 2401 1B P10A

28 O-ring 1 JIS B 2401 1B P16

29 O-ring 1 JIS B 2401 1B P18

30 O-ring 10 AS568-012 (NBR, Hs90)

36 O-ring 1 JIS B 2401 1A P20

53 33 25 2626

36

3023 8 1 4 13 24 11 17953 12

19 18

33

20 22 7 27 28

25

29

2626

36

3537

30

31 15 2 6 16 10 14

26 10

41403938149

MGBS-02P-1-C03-55-CT

Sealing part table

For option code T (handle adjusting type)

4-φ5.4

Low pressure adjusting screw
Clockwise: pressure increase
(Socket for hex key: 5)

High pressure adjusting screw
Clockwise: pressure increase
(Socket for hex key: 5)

Lock nut 
(width across flats: 14)

Total length: 288.5 maximum (DC: 297.5)

Pressure gauge connecting port (Rc¼)

Maximum 110
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External dimension diagram
MGBS-02-1-C03-55-C [with AC solenoid]

Sectional structural diagram
MGBS-02P-1-C03-55-C [with AC solenoid]


